The first time I did mine, what I did was took out the whole thirdgen harness from the ecm, c207 all the way back to the bulkhead c100. I removed it right from the car. I did this before i even touched the lt1 harness. I removed every wire i wasnt going to use. Removed all the ecm wires, that pretty much eliminated the wires going down to the passengerside fender. You can take those out by unplugging them from the ecm, unbolting them from the inerfender area and feeding them back out. Once they were out the thinning began. I kept all the wires i needed like power, fuel pump, alt and starter and dash wires all coming from the c100.

Then I cut the c207 off the old harness and hooked it to the lt1 harness power wires with enough length to go back down to the connector. This way all the lt1 fuel injectors,ecm constant power, check engine, vss, aldl, grounds and ecm fuses are the same as they were before.

Next i loomed the power,alt, fuel pump and dash wires from the c100 back into the harness. Soldering, heat shrinking and connecting them to the correct wire on the lt1 harness one at a time.

When i was done I had a plug and play harness that dropped directly into the car with just a few plugs and fired up on the first try. Not to mention i had no huge mess of unused wires getting in my way. That looks like your biggest problem is the unused wires. Most people just splice a few wires and call it good, leaving tons of unused wires to later cause a headache. This way may have took me longer, but it looks factory and theres no mess.
