TV BOOTSTRAP ™: |n our opinion, aimost ail complaints ol

LATE or EARLY shifts and clutch or band failure are caused by
malfunctioning of the TV system or a delay in its respense to
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INTERCHANGE INFO — TV SYSTEM if ORIGINAL TV spring is

orgue demanda. vere convinGed tnal his Nevy oyl {paiclin
pending) will continue to perform and prevent comebacks
usually caused by TV malfunction.

If ORIGINAL TV spring is SHORTER than RED furnished:

#1TV sleeve = No Rib TV & #93 plunger

Install SHORT
m BROWN

o LONGER than RED TV spring
I*E_.._m:ma.qm-cmm._:oo:o_:m_

Gas — Install RED TV spring WITHOUT alum shim.

#2TVsleave = ONE Rib TV & #94 pl \
= : = spring INTO Diesel — Instali RED TV spring with ONE alum shim.
i valve. without alum shim. >rcz_ )
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CHECK Oocm ON TV VALVE.
TV vaive furnished replaces.
the "ONE RIB" design shown.
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STAMPED
[ LETTER

(NO CHANGE)
._.< _1“2___._. VALVE

LOOK b._.

CODE:

"NO RIB" vaive: Use Sum_.ma -
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If TV valve is SMALLER than spot (Step 1-B} install

PURPLE outer and SKINNY WHITE inner.
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BROWN \ / TV SPRING INSTALL f _m_zmmw ﬂ_.__smm_u Ic #94
| unger has ng number or

lm%mmoﬁwnﬂummﬂcm. ONE RIB (NO CHANGE) Ulm_u>0mm. installthe NEW one rib TV valve furnished.

4-3 SEQUENGE 3-4 RELAY Any other number: Reuse the original TV

valve with the tapered spring and do not
install the short BROWN spring.

The new TV valve is
FRAGILE-DELICATE
Don’t unbag it untill you
are ready to install it.
No magnet please.
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ACCUM. VALVE
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Accm code A and B
2nd piston 553 & 554

WIRE
CLIP

NO checkball here.}

After the TV system is corrected, pressure
rise will then work properly; durability is the
automatic result. All the rest of the stuff is
for getting it to shift at the right time with a
good feel to it and eliminating chugging,
overbusy and clunks and clangs. Yes, it's a
good bit of work, but both you and your cus-
tomer will know that it’s really FIXED.

SAFETY OVERRIDE SYSTEM 3/16 steel ball
®

if the VB has a conv TV valve and
shift valve, install 5/16 steel ball
into the snout of solenoid. It will
then work correctly even if the
electrical system malfunctions.
This will prevent hot trip burn-
upscaused electrical failure or by
the driver resting their foot on the
brake pedal, causing unlock.

IF VB HAS ALUM PLUGS OR NO
VALVES, DON'T INSTALL BALL.

I 'f TV valve is BIGGER than spot, install PURPLE ONLY. ;
spring and reuse the valve. . : Use BROWN spring. £ o
. O ez MMMV o S5 e - All other accm codes - Install wire clip
; SKINNY PURPLE 1 ARt and piston 553 or 554 ; { furished in place
TE LINE BIAS VALVE Use ORANGE spring. . of the original
WHI ) L roll pin,
All accm codes with . w
093 or 95-1 piston ma
PARIIAS use BLACK spring. »
-2 CONTROL *l
. BLUE ! WIRE CLIP
Plastic ball here. .
[87up with aux VB: -LOCKUP- VALVE BODIES: Have often been inter-

changed or were not assembled with the
best accm valve for the vehicle you have.
The wire clip is furnished so that you can
adjust accm pressure w/o removing the VB.
Softer 1-2 <= ¥ Firmer 1-2
No spring BLACK BROWN ORANGE

2nd Piston also controls 1-2 firmness.
Firmest is #093 as used in HO Vettes.
NORMAL is #553-Smallest is #554 for 3.0
V6's, 4WD S10’'s, compacts, etc.

#554 PISTON SHOULD NOT BE USED IN
WD 4.3 v6 OR ANY V8. IN HARD USE,
BAND WILL BURN UP. (More info last ummmv
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