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THROTTLE AND TV CABLE RELATIONSHIP

GIVE your CUSTOMER the full BENEFIT of this KIT and
your TALENT by giving him the BEST possible RELA-
THONSHIP between SHIFTing and engine TORQUE.
This may look like the “LONG WAY AROUND”, but in
fact you will find it is the FASTEST way possible to give
your work a real TOUCH OF PERFECTION.

Don't worry about FIGURING IT QUT, just follow the
steps and in 5 MINUTES you will be road TESTING the

RESULTS.

GASOLINE — 1. REMOVE the AIR CLEANER and place
it en your BENCH (PLEASE).

2. Push the TV adjusting TAB and move the cable hous-
ing 1%z inches TOWARDS the CARB.

3. Have somecne floor the gas pedal from INSIDE the
car. While they hold the pedal floored, you BEND the
THROTTLE CABLE BRACKET away from the carb until
the CARB arm BOTTOMS SOLIDLY against its stop.

4. While someone is still holding the pedal floored,
DEPRESS the adjusting TAB and slide the TV cable
housing AWAY from CARB FIRMLY until it stops. Re-
lease TAB and let it lock.

DIESEL — 1. Release the focking tab and push the
cable HOUSING an inch or more towards bare CABLE.
2. Have someone floor the throttle pedal from inside the
cab, while you adjust the rods or cable until the arm on
the injector pump is against its wide open stop.

3. While the throttle is still being held wide open, re-
lease the TAB and push the HOUSING FIRMLY away
from the bare cable until it stops and engage the TAB.

4. Go to step 5.
5. POCKETKNIFE a deep MARK on the cable HOUSING

tight up against the front of the adjustment assembly.
This MARK is MAX TV.

6. Depress TAB and move mark 18" towards carb {for-
ward). .

7. Road test BEFORE instatling air CLEANER.

8. The first check is for DETENT. Here's how: Make a
very light or min throttle 1-2 shift. As soon as it shifts,

floer the throttle. The trans MUST shift back into 1st. If it
doesn’t you need more TV.

SOME HINTS: The mark you made is MAX TV. Moving
the mark AWAY from the adjustment assembly reduces
TV. Diesel and gas V8's work best from max to two
clicks away {about 3/32"). V6's work better with about 4
clicks away from max (5/32").

LISTEN UP: This trans will KICK your BUTT, really
good, if you let it out the door without a r.oi
SPEED 2:1 KICKDOWN. Recheck it before delivery.

TV and ROAD TEST: Many 88 and later gas
models have a part throttle 3-1 & 2-1KD. | love
it, they just come alive. This means that the
TV could adjusted wrong and still have a low
speed 3-1 or 2-1 KD. Then the max throttle 2-3
and 3-2 would be to low and pressure rise
could be off in relationship to throttle opening.
Here’s an easy quick way to get it right on.

1. Adjust the TV to max: as explained in #4.
2. In the "3" position, at 47 MPH, make a

max throttie 3-2 KD.

3. Reduce TV one click at a time until you do

not have a 3-2 KD at 47MPH.

4. Increase TV one click at a time untit you

once again have a 3-2 KD at 47 MPH. Make a
MARK on housing. This will be the MIN MARK

5. Test drive and adjust TV for best shift feel

between the MAX and MIN marks. Go for it.

ADDITIONAL TECHNICAL INFO

REAR PLANET: 82 to early 86 lacked positive
lube to rear planet pinion gears. For HD applica-
tions, positive lube rear planet and support should
be installed. #8654200 and #8654197

PUMP RINGS: Broken pump rings can cause
total wipeout comebacks, requiring another pump,
converter and total trans rework. Order the No-
YoYo® pump kit, with HARDENED STEEL rings.
Insist on genuine NoYoYo® kit so you won't get a
cast iron substitute. A major comeback could
cost you more than 50 NoYoYo® pump kits.

LOCKUP VALVE:
clanging in certain diese! models a Converter
Clutch TV Valve 8642970 was released by GM.
installing this valve in a unit that has not had the
systems corrected can cause hot trip rear planet
or converter failure and/or late lockup, no lockup
or shuttle. If the VB already has the long stem
valve, the kit installation will prevent the problems.

To correct chugging and

3-4 CLUTCH COMPLAINT/FAILURES:

High Capacity HD 8 pack and Hi-Perf 9 Pack is
available. 8 falls right in where 6 came out. Ask
your parts distr for Alto 57757A. Low buck winner,
2-3 cutloose—3-4 cuticose-clutch plate burnup.
Several changes in this kit are specifically to in-
crease 3-4 clutch durability and eliminate 2-3 cut-
loose. The 3-4 clutch is the capacity weak point
in this trans. With 5 or 6 plates, one wrong gear
start can burn them out.  High capacity plates
such as BW or Alto are recommended. Installing
additional plates will give you safety against
wrong gear starts. By discarding original end
plate and snap ring and installing a 1/8" thick bot-
tom apply plate 8642172 and a C6 or 350 snap
Fng you can install another friction and steel.

2ND PISTON and HOUSING: 3 SIZES
Large: 093--8642079 piston-- 8642110 housing.
Norm: 553--8642613 piston--8642936 housing.
Small: 554--8642614 piston--8642926 housing.

#0923 comes in Vettes. If customer complains of
rough 1-2, installing 553 will tone it down. The
093 piston can be installed in other vehicles that
request a much firmer 1-2 & 2-3 shift or for cor-
recting 2-3 cutloose in V8's.

V8 gas and diesels need 553 piston. Using the
554 piston in these models can cause 2nd band
burnup and/or 2-3 cutioose.

554 piston is OK for 2.8 or 3.0 V6. It can also
be used in 4WD 4.3 V6 (has low gears). 554
piston is not suitable for use in V8 gas/diesel
trucks or hard use V8 passenger cars.

ADJUSTING SHIFT FIRMNESS:
See Parts and info update sheet.

Dear Mechanic: In this box you will also find an
additional information sheet. Take it home and
read it. It's for you. You will also find a road
test work sheet. You will learn more about how
700's work by filling our 4 work sheets, than you
could ever learn by studying.

The guys that learn system correction are
gonna own the trans repair business and the
rest are going to spend half their life fighting
ciangs, cutlooses, no 4th, slips and late or
early shifts. Be patient with yourself, Set
aside a few hours for just learning when you
don’t have a "won't ship" kicking your buft.
This kit is just a part of the data developed for
FIXing 700's. There’s a lot more available
from our Training and Tech Service. If you are
really serious about learning how to fix
today’s transmissions give us a ring and ask
about our Tech and Training materials.

Product Support: (626) 443-7451
Tech Sales: (626) 443-0991




