STEP 2.

GENERAL TYFES OF GOVNRS ARE SHOWN TO IOENTIFY THEM. The pictures are shown so that you can install
the correct springs in the govnr that you have. Some Hi-Output models, such as 82 Vette and some 83-84 Trans Ams
used a V6 type govnr with wrong springs and would not make a max throttie 1-2 shift before floating the valves. If you

have that complaint, install BLACK & RED springs.

STANDARD V8 GAS & DIESEL

Also: Inline 6 & 4.3 V6

va
DIESEL
185 (3/167)

A55 (5/327)
Standard V& Gas
Inline 6
43V8 »

STEP 3.

Step A Circle the three
numbers that matches the
last three numbers of the pis-.
ton casting code. Then you'll
know what size the piston is

2nd Piston Size/Number

> Look
-1*5=5¢ here

for step 8E and for making a 553
change later if needed. 093
The three piston sizes effect 95-1
1-2 & 2-3 shift firmness. 554

554 is light duty.
553 is medium duty.
093 & 95-1 is heavy duty.
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We do not recommend 554 piston

V6 TYPE

Watch for changes in this section

CIRCLE:

for hard drivers or Heavy Duty use.

V8 — HI-OUTPUT

MOST—-VETTE—Z-28—TRANS AM

BLUE BLACK RED
Weight /
notched USE PRINTED LINES

TO MEASURE GOVNR
WEIGHT THICKNESS

15

UNDER 5"

/ v8 Diese! N

ve Gas R
4 CYL GOVNR
LUUSE WHITE AND BLUE V6 [ ]
4 CYL govnrs are similiar 4 Cyl ——
to VB except the weight’
thickness is 1/16"

]

Use new seal that
fits the groove and

is snug in the bore, ~—__
Step B

2nd Accumulator
Discard original springs.
Install spring seat and
new springs as shown.

Piston

N BLUE

Spring Seat

2nd Accumulator



