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stall into case with one /N’ BLUE m \ . M
adjust shim and no Discard snap ring = 4th Piston * 7 =
O'ring on the cover. _ 2nd Piston Housing O'ring yd

B. BAND ADJUSTMENT

Install 2nd piston assembly and
housing into case with adjust shim
against housing.

Install 4th piston and cover without
the O’ring. Then the wire retainer.
Band must wiggle on drum front to

rear, by hand, 1/16" or more.

If band hand wiggles or the output
shaft will turn both ways by hand, the
clearance is OK.

If band is too tight remove shim.,

If the band is still too tight grind the
band end of the pin 1/32".

Then remove the cover and install
the cover O’ring.

Trucks--Vans--Full size cars:
"A" = .093 to .111
"B" Comfort = .070

Norm = .076 Short = .096
'C"=.106 to .117
"D" = .125 to .250
"E" = .110 to0 .128
"F" = .070 to .073 [if plate
has no hole "F" use gasket as . a
guide and drilf it.] " ) &
Shifts will feel firmer in
vehicles with low gears.
Higher axle ratios such as
2:73 & 3:08 will feel softer.

Please use these hole sizes. They |
are MATCHED to the accumulator |
B and Servo pants furnished in kit.

It plate has these two holes: Install checkball (82-87)
Don't install checkball: I[f plate has one rectangular hole. (88up)

You'll love crisp no-bang shifts.

If there is a drill in this kit it will be a .076
An SK® 4-73 may contain a .086 drill,
An SK® 6 kit may contain a .110 drill.

" SEPARATOR
PLATE

GOT A HOLE THAT IS TOO BIG?
Place the hole that’s too big onto the face of a sprag
race. Place a check ball on the hole and hit it with a
small hammer, Then redrill to correct size.

. SPRAG RACE




